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ANTI-DECUBITUS SYSTEM TECHNICAL DATA

COMPLIANCE

	 TECHNICAL CHARACTERISTICS OF ANTI-DECUBITUS SURFACE	

UP21 ANTI-DECUBITUS SYSTEM FOR 
VERY HIGH-RISK PATIENTS

KIT-UP21-00 Complete anti-decubitus system UP21 
UP21-UNI-00 UP 21 compressor 
UP21-MAT-00 UP 21 mattress

UP21/9/00

Air immersion anti-decubitus system 

2141365/R

03.33.06.021 / Y033306 / 47478 

805572850MADSMIIA3N

Do not use on patients with unstable vertebral fractures 

2019

6 years

EN ISO 14971:2019+A11:2021 

EN 60601-1:2006 + A2:2021 

EN 60601-1-2:2015 + A1:2021 

EN 60601-1-6:2010 + A2:2021 

EN 60601-1-8:2007 + A2:2021 

EN 60601-1-11:2015 + A1:2020 

EN 62366

High/very high risk - stage IV EPUAP 

40÷350 kg

20, with high-strength PU covering

Height 21 cm (size subject to minor variations as these are pneumatic elements)

All cells can be individually removed and replaced 

Head: 3 cells

Trunk/Legs: 12 cells

Side area: 2 side bumpers 

Heel: 5 cells

Codes 
 

Codes (REF)  

Description 

MD repertory 

ISO / CND / GMDN 

Basic UDI 

Contraindications 

Start of production 

Useful life

Applied standards

Degree of risk 

Therapeutic range 

Cells

Dedicated areas



Made of sealed polyurethane foam, conforming to reaction to fire class 
1M. Height: 1 cm.

<10 s. via rotary valve

By means of straps positioned at the ends of the mattress 

Via lateral attachment outside the mattress frame 

Yes

All components of the anti-decubitus system are made of latex-free  
material

Up to 24 hours 

Anti-decubitus surface replacing the hospital mattress 

205 x 85 x 23 cm (with levelling castor) 
(sizes subject to minor variations as these are pneumatic elements)

13.6 kg (with castor support)

ALTERNATING DYNAMIC 
Cell alternation of 1:2, time 5+5 minutes or 10+10 minutes  
(Eco-Comfort mode)

CONTINUOUS LOW PRESSURE (STATIC)

Levelling castor 

CPR

Bed fastening

Power cable   
management 

Radiolucent

Latex Free 

Support without electricity 
(transport mode)

Dimensions  
(L x W x H) 

Weight

Operating modes 
 

SLIDE COVER (optional)

Fully detachable/removable 

Two-way stretch with elongation

Impermeable to liquids

Good vapour permeability

Antifungal and microbial control treatment 

Very low friction coefficient Biocompatible  

Reaction to fire: class 1 (UNI 9177)

STANDARD COVER

Fully detachable/removable 

Two-way stretch with elongation 

Impermeable to liquids

Excellent vapour permeability

Antifungal and microbial control treatment 

Low friction coefficient Biocompatible

Reaction to fire: class 1 (UNI 9177)

 

TECHNICAL CHARACTERISTICS OF COVERS (see cover data sheet)

TECHNICAL CHARACTERISTICS OF COMPRESSOR

UP21 ANTI-DECUBITUS SYSTEM FOR 
VERY HIGH-RISK PATIENTS



Timed eco-comfort function with automatic deactivation. 

Start & stop technology to reduce electricity consumption and noise. 

Timed nursing (max inflate) function with automatic deactivation. 

Saving of settings even after switch-off.

Automatic keypad lock to prevent accidental changes.

Patented automatic IPCS, microprocessor-controlled digital sensors.

Automatic and interactive adjustment of patient weight/posture change.

Audible and visual for all operating faults. 

230 V AC; 50 Hz; 25 VA

Class II

Type BF (mattress)

2 x 1A; T 250V; 5x20 mm. H05VV-F 2 x 1.0 mm2

29.4 dB(A) at 1 m from source (Italian Prime Ministerial Decree 14/11/97).

ABS TECLAN 110 FV0

IP21 - Device protected against ingress of solid foreign bodies of diameter 
greater than 12.5mm and hazardous parts of diameter greater than 
12mm, and against ingress of liquid, particularly against vertically falling 
drops (up to one litre per minute).

353 x 230 x 145 mm

4.3 kg 

Continuous

     

UP21 ANTI-DECUBITUS SYSTEM FOR 
VERY HIGH-RISK PATIENTS

Specific functions

Pressure management

Alarms 

Power supply

Electrical insulation class 

Type of part applied Fuses

Power cord 

Noise emissions

Casing material 

Protection rating 
 
 

Dimensions (L x H x D)

Weight

Operating mode



All products are manufactured by:

FOR INFORMATION AND PURCHASES:

Service Med S.r.l.

Administrative Headquarters/Service Centre:  
Via dell’Agricoltura, 38 - 37012 Bussolengo (Verona)  

Tel 045 6717441 [r.a.] - Fax 045 7156992

TOLL-FREE NUMBER: 800 688 841

Registered Office: Via Monte Rosa, 61 20149 Milano

Fiscal Code/VAT Number: 10782860158

Milan Business Register registration no. 10782860158 
Milan REA (Economic and Administrative Index) no. MI-1406896 

www.servicemed.it
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